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ROOF RAIN
HARVESTING

650

LEAF/ROCK

SCREEN

DOWNSPOUT

CONNECTION

STAINLESS

STEEL

SCREEN

COVER

LATCH OR LOCK

PROVIDE OVERFLOW

PIPING TO ADDITIONAL

TANKS OR DISCHARGE

APPROPRIATELY AWAY

FROM BUILDING.

(NOTE 4)

HOSE BIBB FOR ATTACHING

GARDEN HOSE FOR HAND

WATERING.

FOUNDATION PER ENGINEER

3" MIN

3" MIN

4" MIN

6" MIN

NOTES:

1. ELECTRICAL PERMIT REQUIRED IF WATER PUMP IS TO BE INSTALLED.

2. ENGINEERING DESIGN IS REQUIRED FOR CISTERNS GREATER THAN 60 GALLONS

OR FOR BELOW GROUND SYSTEMS.

3. THERE SHALL BE NO CONNECTION BETWEEN RAIN HARVESTING SYSTEM AND

POTABLE WATER SUPPLY.

4. THE OWNER IS RESPONSIBLE FOR ENSURING SAFE DISCHARGE OF OVERFLOWS

WITHOUT CONCENTRATING FLOWS TO CAUSE EROSION OR FLOODING.
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